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INSTALLATION NOTES:

. ONE (1) ANCHOR I3 REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

2. FOR MASONRY / CONCRETE INSTALLATION WHERE 2X
BUCK IS EMPLOYED USE 3/8" LAG SCREWS OF SUFFICIENT
LENGTH TO ACHIEVE A 3" MINIMUM EMBEDMENT AND 3/4"
MIN, EDGE DISTANCE.
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FOR INSTALLATION INTC WOOD FRAMING, USE 3/8" LAG
SCREWS OF SUFFICIENT LENGTH TO ACHIEVE A 3"
MINIMUM EMBEDMENT AND 3/4™ MIN. EDGE DISTANCE.
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FOR INSTALLATION INTO STEEL STUD SUBSTRATE, USE
38" CARRIAGE BOLT OF SUFFICIENT LENGTH TO ACHIEVE
A COMPLETE PASS THROUGH OF STEEL STUD WIDTH.
USE HEX NUT AND A ROUND WASHER ON BOTH SIDES OF
STUD TO COMPLETE INSTALLATION. STEEL STUDS SHALL
BE A38 STEEL AND HAVE A MINIMUM WEB THICKNESS OF
118"

GENERAL NOTES:

1. THE PRODUCT SHOWN HEREIN IS DESIGNED
TO COMPLY WITH THE 2004 FLORIDA BUILDING
CODE WITH 2005 AND 2008 SUPPLEMENTS.

2. MASONRY OPENING, 2X BUCKS, AND STEEL STUDS ARE
TO BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO STRUCTURE. MASONRY OPENING,
& 2X¥ BUCKS ARE THE RESPONSIBILITY OF THE
ARCHITECT OR ENGINEER OF RECORD.
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. PRODUCTS ARE APPROVED FOR USE WHERE LARGE
MISSILE IMPACT RESISTANCE IS REQUIRED.
IMPACT PROTECTICN SYSTEM IS NOT REQUIRED.
FOR THIS PRODUCT.
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. SEE DESIGN PRESSURE RATINGS ON THIS SHEET.
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. SEE GLAZING DETAIL ON SHEET 4.
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SHIM AS REQUIRED AT EACH ANCHOR WITH LOAD
BEARING SHIMS. SHIM WHERE SPACE OF 1/16" OR
GREATER OCCURS. MAXIMUM ALLOWABLE SHIM
STACK TO BE 1/4". SHIMS MUST BE CONSTRUCTED
OF HIGH DENSITY PLASTIC OR GREATER,
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ALL INSTALLATION ANCHORS MUST BE MADE OF
CORROSION RESISTANT MATERIAL

D.L.O. WIDTH

24"

| a0
MAX. i MAX.
oA | sasH
UNIT | HEIGHT (TF°\
HEIGHT | N4/
120 : (1
Max. | N4/
PANEL | B
HEIGHT | 4
118"

|
|

31" MAK.
SASH WIDTH

41" MAX. o
PANEL WIDTH

MAX. O.A, UNIT WIDTH 75" ———=

ELEVATION

25" MAX, 25" MAX. FROM
OC.{TYP)  CORNERS (TYP)
i —
Il n
12" MAX. FROM
CORNERS (TYP)y | s
48" MAX. X
0.C.(TYP.)
B — ™
f i
ANCHOR LOCATION TYP,
ANCHOR LAYOUT

DETAILED ELEVATION

DATE | BY

REVISION PER FLORIDA |ooz07liunill

BTG LLE

V od { =

) 2
5 3|z
0 el
@ 2§
o .
o
o
£4
o
m
< |¥
g
@ =]
= M~ wy
EHEE:
Sl 2| S -
2|81 3k |
|9 o U
x 3925 lE:
8 Ceg
T
I EER
> B =
E 225 1
z B2 j
o a8z
E 322
wogﬁ
W o=
wle Slg
2&—_:95
= Zlogl
EKHE
glem
[&]
8

|

Phose SN 6901708 Fax 32108017

1S =)
Enc S, Nielsen

Florida P. E. No, 41323

FTC, LLE

1535 Cogawell Street, Sulte C25

Rockedge, Florda 32855

FEPE Cartificatn of Authorization NO. 25505







